|
Hammock Stand Plan v1

Desing by i-make.xyz. Find details here:
https://i-make.xyz/projects/2018/10/07/building-a-wooden-hammock-stand.html

The plan asks for 80 x 15 boards. But I've build the stand from 8 spruce
boards which were 2500 x 110 x 18 mm each.

The plan states that the boards are 15mm in thickness but | bought the wrong
boards, and | think it is actually better to use 18mm thick materials here. As it
makes the stand more stable.

The overal length of the stand is also depending on the size of the hammock
you use, my hammock is rather small and is around 2000mm. So it works with
this stand quite well. But if the hammock is bigger than the stand should be
longer as well. As simple way to achive this is by making the diagonal boards
longer. Which will allow to hang the hammock higher up.

The plan also ommit the actual position of the holes to hang the hammock. As
this is higly dependend on where and how the hammock is hung. I've just
bored 20mm holes in the backside of the diagonal boards. See the video for

o

details. —
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Partslist

Count Parts Count Name Length Width Height
2 GroundBoard 2500 80 15
2 Post Assembly
Post 1250 80 15
2 PostBrace 960 80 15
4| Spacer 100 80 15
2 Foot Assembly
1| FootBaseBoard 1200 80 15
2| FootBrace 530 80 15
1| Footholder 90 48 24
1| Holderpad 80 80 15
Footholder

FootBaseBoard

FootBrace

GroundBoard Note: Two FootBraces can be cut
from a single board.
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Spacer glued to GroundBoard
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Location of the nut

To attach the foots to the stand a

nut like displayed on the right is
glued into the small board in the
middle of the foot.

This allows a screw beeing added
from the top through the footholder
part and firmly attaching the foot.
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172.29mm
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